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CRYSTAL CLOCK OSCILLATORS T50-23

Our Crystal Clock Oscillator series are aQailabl,e over the high frequency range 4.01 MHz to 70 MHz. Their design
can meet TTL compatible output. Those internal used crystal has been operated either fundamental or overtone oscillation
mode. The characteristic high quality is achieved by intearation of technologies, hybrid and crystal.
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ORDERING INFORMATION

Please state clearly the following qualifications when you place an order,

CRYSTAL OSCILLATOR
1, Package Size:
2. Nominal Frequency: _____  MHz (KHz)

3. Frequency Tolerance: _______ x10-% at 25°C . ; i
4. outgmivefoﬂd?ﬂo?&!éaéa OTNpPagbye 3ABKY Ha noyty: mail@kvarci.ru
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1. 2 output frequencies are avaial-
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32,000 MHz upon request.
2. Capable to match C-MOS or 10
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Item Specifications
8.0~32.0MHz 2 Output
Output Frequency (Pin #1 8.0 ~32.0MHz) Refer to Fig-1
(Pin #8 8,0~ 32,0MHz)
#1 10.60.1 47 Frequency Tolerance + 100ppm max. Refer to Fig-2
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#8 OUT-2 8.0~32.0MHz 40mA max. Fig-2
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