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Crystal OSCILLATOR @

SEAM SEALED CERAMIC 7.0 X 5MM Surface Mount Package
ELECTRICAL SPECIFICATIONS

FREQU ENCY
e Nin | T
1-1 Mominal Frequency 0,500000
Frequency stability ircludes frequancy
Frequency stability tolerance@25 || and frequency stability vs,
=25 25 pom
1.2 [Dverall) operating lemperature range and voltage
varlance and first year aging.
1-2-1 Aging -3 £3 pom  Frequency drift in first vear
Operating Temperature The aperating temperature range over which the
143 =40 85 ’C
range frequency stakility is measured.
Storage Temperaturae
-4 -85 125 i
range
POWER SUPPLY

B T I S T TN

21 Supply vollage 29

2-2 Current 10 mA At maximum supply voltage
OUTPUT
I T T T T [
=1 Cutput waveform CMQS
3-2 Duty Cycle 45 &0 55 %
3-3 Start Time g mSec
Transition Time : Rise/Fall
-4 g n3ec
Time
3-8 Output  Cutout Highflegin ™1™ 2.97 W
346 Level  Qutout LowiLogic '07) 0.33 W
3-7 Output Load 15PF pF
231 or
3-8 Dutput Active vV Pin1 Tri-state
Floating
Tri-State
Coutput in
35 0.99 v
High-Impadance state
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Crystal OSCILLATOR @
SEAM SEALED CERAMIC 7.0 X 5MM Surface Mount Package
DIMENSIONS
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Recomrﬁened soldering pattern

PIN FUNCTION

Pin Function
#1 Tri-State
#2 GND
#3 Qutput
#4 \Vop
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THE DIRECTION OF PACKING
O O O O O O O O C D) L ( @) ( .
' N
~ ~ ~ 3 ~ _
O () () = O @
a
REEL DIMENSION (UNIT:MM)
i'lﬁ-.q-
1.50
11%:]5.'0 0.20 -~ e
P \
{ ; p r—1 &0 |180

"f\__ J::.-’

|
|
_Ir
£
|

|

|

|

f

The design, manufacturing process, and specifications of this device are subject to change without notice.

Page 40f4

[na 3aKkasa oTnpasBbTe 3aABKY Ha nouTy: mail@kvarci.ru



