HC TYPE

HC-49/U

- HC-49/U package

- AT cut available

- Resistance weld seal

- Tape and reel, insulator tab, 3rd lead,
and custom lead length options available

- Pb-free and RoHS compliance

B ELECTRICAL SPECIFICATIONS

e
Frequency Range 1.700 to 85.000MHz
....... OperatmgTemperatureRange-10to+600(STD)20to+7OCorSpeC|fy
....... StorageTemperatureRange-40to+850
....... FrequencyToIerance(at250)i15i30i50ppm(STD)orSpe0|fy
Frequency stability See Table1 in page 4
Over Operating Temperature Range +30, £50(STD), *=100ppm

Fundamental

........................................................................ Fundamenta|

FREQUENCY STABILITY VS. TEMPERATURE RANGE
SA 18130 A3- 357945 - G TT&R Stabity |5 | £7.56 | £10 | =15 | +20 | +30 | +50 | +100
Temp 1 2 B 4 5 6 7 8
PACKAGE TYPE PACKAGE OPTION PO A - - - - - - - -
TABLE 2. BLANK : BULK -
T&R : TAPE and REEL -20~60C B
LOAD CAPACITANCE AVAILABLE OPTION 0~70C C
18:18 pF G : GULL WING 10 ~
SR : SERIES I : INSULATOR TAB =70 D
S : STRAIGHT LEAD -20~70C E
MODE OF OSCILLATION F : FORMING LEAD Ry
1: FUNDAMENTAL J: JACKET <30i60I6 F
5 DoverTone FreauENCY TR 2
' -30~70C H
FREQUENCY TABLE 1.
TOLERANCE AT 25C -30~85C |
30 : £30 ppm -40~85C J
-40 ~90C K
-40 ~105C L
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