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THINK SAW, THINK STRONG!

S6035 SMD Type Crystal

Features

Ultrathin thickness 1.1mm or less.

It is a completely sealed type with a metal case sealed on a ceramic board.

Embossed taping.

Reflow 1s possible.

RoHS compliant and lead free.

Frequency Range 5%t

7.000MHz ~ 200.000MHz

Mode of Oscillation #R3%H1EZ\

7.000MHz ~ 54.000MHZz Fundamental

40.000MHz~200.000MHz Third Overtone

Frequency Tolerance at 25C SFRAZE

+10ppm, £30ppm,or specify

Frequency Stability Over Temperature $FinE 2 ZE

+10ppm,£30ppm,or specify

Operating Temperature Range L{EiR[E

-10 ~ +60°C standard,or -40 ~ +85°C Extended

Storage Temperature Range fié i@ &

-55~+105C

Aging F& L%

+ 2ppm / year £ Sppm / year

Load Capacitance Hi# &

16pf ,18pf,20pf,or specify

Equivalent Series Resistance (ESR) ZF3(HE See Table
Shunt Capacitance FHSHE R 5.0pf Max
Drive Level 3¥ZL 300pW Max

Reflow Conditions [Elift /& 514

260 C For 10s Max, 2 Reflows Max

Resistance of Series Resonance (ESR) F3H[H

Frequency (MHz) Mode ESR

7.000 ~11.900 Fundamental 100 ohms max.

12.000 ~13.900 Fundamental 60 ohms max.

14.000 ~54.000 Fundamental 40 ohms max.

40.000 ~200.000 3rd 80 ohms max.
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Strong Electronics& Technology Limited
Tel: 86-755-84528985 Fax:86-755-84528986
Email:sales(@strongelectronics.net
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