DIP TYPE

SCO-06

- HCMOS / TTL output
- 3.3 /5.0 supply voltage
- 8 pin DIP package
- Custom lead length options available

- Wide Frequency
- All-metal welded package

B ELECTRICAL SPECIFICATIONS

Frequency Range

Input Current

1.000 to 20.000MHz
20.001 to 40.000MHz
40.001 to 80.000MHz

80.001 to 125.000MHz
125.000 to 200.000MHz

26mA max.
40mA max.
60mA max.
70mA max.

17mA max.
25mA max.
35mA max.
45mA max.

w/TTL Load
w/HCMOS Load
w/TTL Load
w/HCMOS Load

at 50% of Waveform w/HCMOS Load or

1.4Vbc w/TTL Load

1.000 to 20.000MHz
20.001 to 70.000MHz
70.001 to 125.000MHz
125.000 to 200.000MHz

2.4Vpc min.

90% of Vbb min.

0.4Vbc max.

10% of Vbp max.

50 +10% (STD)

50 5% (Optional)

10ns max.
6ns max.
4ns max.
2ns max.

Enable Output
Enable Output

No Connection
ViH : = 2.0Vbe

Disable Output : High Impedance

Part Numbering Guide

MODEL SUPPLY FREQUENCY § OPER-TEMP 1PIN
(PKG TYPE) VOLTAGE STABILITY RANGE CONNETION
SCO 06 0:5.0vV 20 : £20ppm A:-40~+85C ||D:45:55 S : TRI-STATE BLANK : XX.XXX(STD)
3:3.3V 25 : £25ppm B:-20~+70C || BLANK:40:60|| H: E/D HIGH BULK XX XXXXXX
50 : £50ppm BLANK : L : E/D LOW R : TAPE &
BLANK : 0~+70C BLANK : NO- REEL
+100 CONNECTION
B MECHANICAL DIMENSIONS (mm)
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PIN CONNECTION
N.C or Tri-State
GND

OUTPUT

VDD

3-¢2.0

4.5+0.5

SUNNY ELECTRONICS CORP
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