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SEAM SEALED CERAMIC 7.0 X 5MM Surface Mount Package
ELECTRICAL SPECIFICATIONS

FREQUENCY

= 0 ] e
1-1 Nominal Frequency 0,500000
Fregquency stability ircludes frequancy
F'requencyr ﬁiabilihr tolerance@25 1| and frequency stability vs,
: =25 25 pom
12 (Overall) operating temperature range and voltage
varlance and first year aging,
1-2-1 Aging 3 +3 porn  Frequency drift in fiest year
Operafing Temperalure .. The aperating temperature range over which the
=3 =40 a5 C
range frequency stability is measured.
Storage Temperature
1-4 : -85 125 o
range
POWER SUPPLY
2.1 Supply voltage 29 363
2-2 Current 10 mAa At maximum supply voitage
OUTPUT
| pramosr | in ]| Tip | Max[unis)
3=1 Criput waveform CMOS
3-2 Duty Cycle 45 &0 55 %
3-2 Start Time =] mSe:
Transiien Time: Rise/Fall
5 nsec
Time
3-5 Ouiput  Cutput Highilenic 17 297 W
38 Level  Cutout LowiLogic '07) 0,33 W
-7 Output Load 156F oF
_ 231 or
- Chutpart Active V. Pin1 Tri-state
: Floating
Tri-Gtate :
Cutout in
35 099 W
High-lmpadance state
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SEAM SEALED CERAMIC 7.0 X 5MM Surface Mount Package

DIMENSIONS
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Recommened soldering pattern
PIN FUNCTION
Pin Function
#1 Tri-State
#2 GND
#3 Qutput
#4 Vbp
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TAPE DIMENSION (UNIT:MM)
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